HOURLY CAPACITY FIGURES - WINTER SEASON W23
Airport Prague Ruzyne

The operation in all airport terminals is fully coordinated for the entire season in accordance with the limitations applied to flights to/from the Schengen states:

Terminal T1 – flights to/from countries outside of the Schengen area
Terminal T2 – flights to/from countries within the Schengen area
Terminal T3 – General and Business Aviation Terminal

Parking stands – Main apron North + East

Total of 44 aircraft stands divided as follows: 

·     1 for aircraft with wingspan up to 80m 

·     5 for aircraft with wingspan from up to 65m

·     1 for aircraft with wingspan from up to 52m

·     1 for aircraft with wingspan from up to 38m

·   29 for aircraft with wingspan up to 36m 

·     2 for aircraft with wingspan up to 34,5m

·     5 for aircraft with wingspan up to 29 m

Gates 

· T1: 
22 GATES 

· T2:
28 GATES 

· T3:
2 GATES
Terminals 
Departures
· T1:
1900 passengers (limiting factor - passport control) 

· T2:
2500 passengers (limiting factor – boarding pass validators) 

· T3:
    70 passengers (limiting factors – gate + security control) 


Arrivals  

· T1:
1900 passengers (limiting factor - passport control) 

· T2:
3500 passengers (limiting factor – baggage claim) 

· T3:
  120 passengers (limiting factor – baggage claim)

Runways
RWY Movements 0500 - 2055 UTC 
  6ARR +   6DEP + 10total/10min


33ARR + 33DEP + 46total/60min   
RWY Movements 2100 - 0455 UTC (night noise curfew) 
stipulated limit of 48 movements during the night

   6ARR +  6DEP + 10total/10mins

Take-offs and landings solely for the aircraft types (MTOW > 45t) stated in the “List of Aircrafts Permitted for Night Operation”
List of Aircrafts Permitted for Night Operation (according to the IATA code)
141, 142, 143, 14X, 14Y, 14Z, 
221, 223, 290, 295, 318, 319, 31B, 31N, 320, 32N, 32Q, 321, 32A, 32B, 332, 333, 338, 339, 342, 343, 345, 346, 351, 359, 388, 

717, 734, 735, 736, 738, 739, 73C, 73E, 73G, 73H, 73J, 73W, 7M1, 7M7, 7M8, 7M9, 7S7, 7S8, 7S9, 74H, 74N, 752, 753, 75M, 75T, 75W, 762, 763, 764, 76W, 772, 773, 77L, 77W, 781, 788, 789, 

AB6, AR1, AR7, AR8, CC6, CCX, E90, E95, GJ6, S9S, SU7, SU9
(aircraft must meet the condition of inclusion in one of the noise categories 1-9)
